

















W PAC-02 C(ontrol Panel (programmable)

Optional Accessories

Features:
1113 . * Fully programmable control panel with
16 digital display
« Vlisible digital display is covered with a vinyl
splash guard
© O * Sturdy polystyrene construction resistant to
temperatures between -40 and 70°C
* Exhaust and supply fan controls
* Hood lighting control
[ * Fire protection system control
13 =g * Transmission of a signal to the building’s
TS e fire alarm system in case of fire in the hood
E * 24-hour/7-day programmable timer with various
operating modes
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1113/16" L. x 11 13/16 H. x 5 5/8'D.
300mm L. x 300mm H. x 143mm D.

Product improvement is an ongoing policy at FAST. Slight modifications may be made to technical specifications without prior notice. 1-k
Please contact us for immediate assistance.



PAC-02 (ontrol Panel
Electrical Diagram

Optional Accessories
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Note : Hood
A dedicated 15 Amp Lighting
circuit breaker is required
for the control panel.
8-k Product improvement is an ongoing policy at FAST. Slight modifications may be made to technical specifications without prior notice.

Please contact us for immediate assistance.
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Features:

These stainless steel panels having the same finish as
the hood are installed at one or hoth ends for increased
hood performance. In fact, adding end panels to the
initial design or during retrofitting allows for a 15%
reduction of hood air volume, hence the energy savings.

These panels ensure optimum containment
of smoke from cooking appliances and allow
for a reduction or the elimination of the lat-
eral clearance required between the cooking
appliances and the hood

Installation :

The panels are often used in wall-type or island
installations or in installations with low-ceiling kitch-
ens. They also reduce smoke overflow when installed
near intense or very intense cooking appliances. The
panels can either extend completely to the ground
for maximum effectiveness® or partially,

to the cooking appliances®.

Product improvement is an ongoing policy at FAST. Slight modifications may be made to technical specifications without prior notice.

Please contact us for immediate assistance.
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KITCHEN HOODS




